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EXISTING GUIDERAL OR PROPOSED.
METAL BEAM RAIL (R.8 MASH) (TYP)
RTOPLANE

WHERE APPLICABLE, SAWCUT EXISTING
BITUMINOUS CONCRETE PAVEMENT AT EDGE OF PROPOSED SIDEVALK.
PROPOSED SIDEWALK T0 MEET WITHIN S OF EXISTING BIT. CONG. GRADE

PROTECT EXISTING BITUMINOLIS CONCRETE PAVEMENT UNDERNEATH
RAIL. WHERE BITUMINOLS CONCRETE IS DAMAGED OR AT

PROPOSED METAL BEAN RAIL, FLACE * PROCESSED AGGREGATE BASE
IDTH BENEATH GLIDERAIL

EXISTING SLOPE

PLANTING S
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4 WDTH UNLESS OTHERWSE NOTED ON PLAN

LACE
TURF_ESTABLISHMENT,

TR,
ENT OF TOPSOL,

WIDTH VARES, REFER T0 PLANS

EFER T0 PLANS AND STATION DESIGNATIONS
FOR ALIGNVENT OR OFFSET DISTANCE OF
‘GUIDERAIL TOSIDEWALK

1.5% CROSS SLOBE

PROPOSED GRADE 0 MEET FLUSH WITH TOP OF EXISTING GURB (TYP )

EXISTING BITUMNOUS CONCRETE LIP CUREING

STA 10408 TO STA Tow F. SIDEWALK WIDTH, ALIGN GUIDERAIL)
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TA 25402 TO STA 2530 (4 TYP. SIDEWALK WIDTH, ALIGN GUIDERAL)
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EXISTING GUIDERAL OR PROPOSED.
METAL BEAM RAIL (R.8 MASH) (TYP)
RTOPLANE

ERE APPLICABLE, SAWCUT EXISTING
BITUMINOLS CONCRETE PAVEMENT AT EDGE OF PROPOSED SIDEWALK.
PROPOSED SIDEWALK TO MEET WITHIN ' OF EXISTING BIT. CONC. GRADE

PROTECT EXISTING BITUMINOLIS CONCRETE PAVEMENT UNDERNEATH
RAIL. WHERE BITUMINOLS CONCRETE IS DAMAGED OR AT

PROPOSED METAL BEAM RAIL, F SED AGGREGATE RASE
VIDTH BENEATH GUIDERAIL.

EXISTING SLOPE

@ TYPICAL SECTION - SIDEWALK WITH PLANTING STRIP

CONGRETE SIDEWALK, WIDTH VAREES, ' MIN.,
REFER TO PLANS AND LOCATION ALONG STATIONING

REFERT0 FLANS AND STATION DESIGNATIONS
IMENT OR OFFSET DISTANGE OF
CUBERAL TOSIDAALK
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PROPOSED CONCRETE CLRBING - 6 REVEAL

VWHERE SHOULDER LINE IS EFFECTED BY PAVENENT REVOVAL,
PROVIDE 4° WHITE EPOXY RESIN PAVEMENT MARKING,
MAINTAN EXISTING LOCATION

INSTALL PROPOSED WA SUIPERPAVE PAVEMENT IN LIFTS AND.
TYFES ASDIRECTEDEY DCT. FOR FRIING ASSUNE £ A S0,
OVER 5* HMA S1.0, OVER 10 PROCESSED AGGREGATE

CUT BITUMNOLS CONCRETE PAVEMENT,
2 OFFSET FROM FACE POSED CLREING.
PROVIDE HMA LONGITUDINAL JOINT SEALANT

EXISTING ROADWAY

SALVAGE EXISTING SUBBASE MATERIAL FOR REUSE

SCALE: 17

@ TYPICAL SECTION - SIDEWALK WITHOUT PLANTING STRIP

BITUNINOLS CONCRETE DRIVEWAY,

TRANSITION T0 EXISTING DRVIEWAY GRADES

(GRETE SIDEWALK 4' M

con N,
REFER TO CONCRETE DRIVEWAY RAMP DETAIL FOR & CONCRETE SECTION,
CONCRETE REINFORCEMENT, AND 8" GRANULAR FILL BASE

10% M, 1.9% uax
CROSS SLOPE,
_CROSS store,

LOCATION ALONG STATIONING
STAz1es

ToSTA 2198

CONCRETE SIDEWALK AND TRANSITION CLRBING BEYOND,
BOTH SIDES OF DRIVEWAY

PROPOSED CONCRETE CURBING WITH - 1* REVEAL

WHERE SHOLILDER LINE IS EFFECTED BY PAVEMENT RENOVAL,
PROVIDE 4* WHITE EPOXY RESIN PAVEMENT MARKING,
MANTAIN EXISTING LOGATION

INSTALL PROFOSED HMA SUPERPAVE PAVEMENT IN LIFTS AND
TYPES 4S DIRECTED BY DOT. FOR PRICING, ASSUME 4° HIlA S05,
HMA 510, OVER 10° PROCESSED AGCREGATE

CUT BITUMINOLIS CONCRETE PAVEMENT,
2 OFFSET FROM FACE OF PROPCSED CUREING.
PROVIDE Hi4 LONGTUDINAL JOINT SEALANT

EXISTING ROADWAY.
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